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CelsiStick®
The thermo crayon is used to determine the temperature of already hot test surfaces.
The CelsiStick® is dipped on the hot surface. If the dip (= contact) does not really melt off material from the CelsiStick® end and deposit on the hot surface, then the surface temperature is still below the specific melting point of the specific CelsiStick®. If a material melting deposit is left on the surface, then this clearly indicates that the surface was at least at the melting temperature level of the dipped CelsiStick®.
The user of the CelsiStick® must feel that material melts from CelsiStick® end, similar like touching with a candle a hot surface. CelsiStick® deposited melt material will quickly decompose under heat and chemical reaction with the ambient gases like oxygen or others when flame heating is applied. CelsiStick®s are brittle and hard and not thought for a premark deposit on the cold surface. Such marks do not well adhere and may splatter off. Pre-marking on cold surfaces is not accurate.
The temperature indication entirely depends on the principle of the well defined physical melting point of the materials, and not on a chemical reaction between materials.





Available temperature levels in °C for CelsiStick®: 38 39 41 43 45 48 52 55 59 62 66 69 73 76 79 83 87 90 93 97 101 104 107 111 114 118 121 124 128 132 135 139 142 146 149 152 156 159 163 166 170 173 177 184 191 198 204 212 218 226 232 239 246 253 260 274 286 302 316 329 343 357 371 385 399 427 454 482 500 510 525 538 550 566 593 621 649 677 704 732 760 774 788 804 816 843 871 899 927 954 982 1010 1038 1066 1093 1124 1149 1177 1204 1232 1260 1288 1316 1343 °C Not all values might be on stock at all times.
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