



Skip to main content[image: <website title> logo][image: <website title> logo]	English
	German
	French


	Company	Portrait
	Location
	Ordering Information
	Jobs


	Products	Spirflame® Microflame
	Microflame Solder Systems
	Soldering Products
	Celsi® Temperature Indicators / Labels
	Measurement Equipment
	Lab Accessories
	Factory Outlet


	Applications	Microflame Applications
	Microflame Gas Supply
	Jewelry and Goldsmith
	Video


	News & Events	PRESS Releases
	Exhibitions


	Support	Login User
	Service Center
	SDS
	Downloads


	Contact	Spirig Office
	Distributors
	DSGVO
	Imprint


	Search


You are here:
	Home
	Products
	Measurement Equipment
	Dataloggers
	CelsiPick®
	Quad- and Octa-CelsiPick®


Quad- and Octa-CelsiPick®
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        Quad-CelsiPick® CK-4TC-L
    


        
                
                        	
                    
            
    


        Octa-CelsiPick® CK-8TC-L
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        Range (internal)
    


        
                
                        	
            
    


        -20°C to +60°C (environment logger)
    


        
                	
            
    


        -20°C to +60°C (environment logger)
    


        
                
	
                    
            
    


        Range (external)
    


        
                
                        	
            
    


        depends on thermocouple type
    


        
                	
            
    


        depends on thermocouple type
    


        
                
	
                    
            
    


        Resolution
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        Accuracy
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        500'000 per channel
    


        
                	
            
    


        500'000 per channel
    


        
                
	
                    
            
    


        Dimensions
    


        
                
                        	
            
    


        183x68x28 mm
    


        
                	
            
    


        183x68x28 mm
    


        
                
	
                    
            
    


        Baud Rate
    


        
                
                        	
            
    


        115'2000
    


        
                	
            
    


        115'200
    


        
                
	
                    
            
    


        Delayed Start
    


        
                
                        	
            
    


        0 to 180 days
    


        
                	
            
    


        0 to 180 days
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        Water Resistant
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        software calibration

small size

Thermocouple mini-plug

Thermocouple Types: J,K,T,E,R,S,B,N

Power adapter available
    


        
                	
            
    


        software calibration

small size

Thermocouple mini-plug

Thermocouple Types: J,K,T,E,R,S,B,N

Power adapter available
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