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CelsiPick® ECO-TR
Technical Data
	
                            
                    
            
    


        Technical Data
    


        
                
                        
                                	
                    
            
    


        CelsiPick® ECO-TR #16020
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        -40°C to +80°C
    


        
                
	
                    
            
    


        Resolution
    


        
                
                        	
            
    


        0.1°C
    


        
                
	
                    
            
    


        Accuracy
    


        
                
                        	
            
    


        ±0.5°C
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        16'383
    


        
                
	
                    
            
    


        Dimensions
    


        
                
                        	
            
    


        36x56x16mm
    


        
                
	
                    
            
    


        Delayed Start
    


        
                
                        	
            
    


        0 to 180 days
    


        
                
	
                    
            
    


        Alarm
    


        
                
                        	
            
    


        Yes
    


        
                
	
                    
            
    


        Water Resistant
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        Features
    


        
                
                        	
            
    


        software calibration

pushbutton start

red and green indicators

small size
    


        
                





[image: ]










DIPL. ING. ERNEST SPIRIG
 HOHLWEG 1
 CH - 8640 Rapperswil
 SWITZERLAND




 
phone: (+41) 55 222 6900 
 telefax: (+41) 55 222 6969








	English
	German
	French


Copyright by SPIRIG Switzlerand













