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        PressPick® PK-PT002-L
    


        
                
                        	
                    
            
    


        PressPick® PKS-PT002-L
    


        
                
                        	
                    
            
    


        PressPick® PKS-PT035-L
    


        
                
                        
	
                    
            
    


        System-No. 
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        Range
    


        
                
                        	
            
    


        -40°C to +80°C

0 - 30 PSIA
    


        
                	
            
    


        -40°C to +80°C

0 - 2 bar relative
    


        
                	
            
    


        -40°C to +80°C

0 - 35 bar relative
    


        
                
	
                    
            
    


        Resolution
    


        
                
                        	
            
    


        0.1°C / 0.002PSI
    


        
                	
            
    


        0.1°C / 0.002PSI
    


        
                	
            
    


        0.1°C / 0.05PSI
    


        
                
	
                    
            
    


        Accuracy
    


        
                
                        	
            
    


        ±0.5°C

±1.0% FSR@ 25°C

±0.2% Typical
    


        
                	
            
    


        ±0.5°C

±2.0% FSR

0.25%@25°C typical
    


        
                	
            
    


        ±0.5°C

±2.0% FSR

0.25%@25°C typical
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        8'191 per channel
    


        
                	
            
    


        16'383 per channel
    


        
                	
            
    


        16'383 per channel
    


        
                
	
                    
            
    


        Dimensions
    


        
                
                        	
            
    


        36x56x16mm
    


        
                	
            
    


        163x32mm
    


        
                	
            
    


        163x32mm
    


        
                
	
                    
            
    


        Delayed Start
    


        
                
                        	
            
    


        0 to 180 days
    


        
                	
            
    


        0 to 180 days
    


        
                	
            
    


        0 to 180 days
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        Water Resistant
    


        
                
                        	
            
    


        No
    


        
                	
            
    


        Submersible
    


        
                	
            
    


        Submersible
    


        
                
	
                    
            
    


        Features
    


        
                
                        	
            
    


        software calibration

small size

automatic calculation of mm Hg, inches, Pascals, Torr, altitude, etc.
    


        
                	
            
    


        software calibration

stainless steel design

automatic calculation of mm Hg, inches, Pascals, Torr, altitude, etc, 1/4"male NPT fitting or submersible
    


        
                	
            
    


        software calibration

stainless steel design

automatic calculation of mm Hg, inches, Pascals, Torr, altitude, etc, 1/4"male NPT fitting or submersible
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