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VoltPick®
Technical Data
	
                            
                    
            
    


         
    


        
                
                        
                                	
                    
            
    


        VoltPick® VK11-1V0025
    


        
                
                        	
                    
            
    


        VoltPick® VK11-1V0320
    


        
                
                        
	
                    
            
    


        System-No #
    


        
                
                        	
            
    


        17254
    


        
                	
            
    


        17113
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        0-2.5VDC
    


        
                	
            
    


        0-30VDC
    


        
                
	
                    
            
    


        Resolution
    


        
                
                        	
            
    


        0.1mVDC
    


        
                	
            
    


        1.0mVDC
    


        
                
	
                    
            
    


        Accuracy
    


        
                
                        	
            
    


        ±0.05%FSR @ 25°C
    


        
                	
            
    


        ±0.05%FSR @ 25°C
    


        
                
	
                    
            
    


        Memory 
    


        
                
                        	
            
    


        1'000'000
    


        
                	
            
    


        1'000'000
    


        
                
	
                    
            
    


        Dimensions 
    


        
                
                        	
            
    


        36x64x16mm
    


        
                	
            
    


        36x64x16mm
    


        
                
	
                    
            
    


        Delayed Start 
    


        
                
                        	
            
    


        0 to 18 months
    


        
                	
            
    


        0 to 18 months
    


        
                
	
                    
            
    


        Alarm 
    


        
                
                        	
            
    


        Yes
    


        
                	
            
    


        Yes
    


        
                
	
                    
            
    


        Water Resistant 
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        Battery Life
    


        
                
                        	
            
    


        up to 10 years
    


        
                	
            
    


        up to 10 years
    


        
                
	
                    
            
    


        Features
    


        
                
                        	
            
    


        software calibration

small size

Programmable engineering units	
	
            
    


        software calibration

small size

Programmable engineering units	

	
                    
            
    


         
    


        
                
                        	
            
    


        More loggers with different ranges on request
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